
Cylinder bed overlock machine with top feed mechanism 

JJT5014GH-01M-2X4 

MADE IN JAPAN 

2 needles 4 threads overlock with 148mm circumference cylinder with 

top feed mechanism.  

 

This machine is  good for attaching the neck part of the T-shirt, and 

sewing baby, child wears etc.  

 

Variety of optional devices are available for the high productivity. 

 

 

 

Model Application Material Needle 
No. of  

Threads 
Gauge 

Needle bar 

Stroke 

Max. 

Stitch length 

Differential 

Feed ratio 

Presser  

Foot lift 

Maximum  

Speed 

JJT5014GH-

01M-2X4 

T-shirts/ 

underwear 
Medium 

DCx27 

# 9 
4 2㎜x4㎜ 24.4㎜ 3.8㎜ 0.8-1.8 5.5㎜ 6700 

DLC needle bar and upper looper holder  
for oil leakage prevention, last in high speed operation 

Cylinder bed 
148mm circumference  

  Features 

Push-button stitch length adjustment 
For easy operation 
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Equipped with top-feed mechanism 

Top feed front- back: 1-6㎜ 

Top feed up-down: 4.5㎜ 

Needle bar oil seal is applied 
This mechanism protects the fabric from the oil 

stain 


